PS-140 POTENTIOSTAT

CC Technologies Systems, Inc. Potentiostat M odel PS-140

The PS-140 Potentiostat was devel oped to
be abasic precision potential source for use
in alaboratory or research facility. The
compact and lightweight design lends itself
to be used where little space is available
and high power is not needed. The overall
control accuracy is calibrated to measure
within 2% mV. The external input
receptacles accept control signalsincluding
AC waveforms. The PS-140 may also be
used as a galvanostat, or aZero Resistance
Ammeter (ZRA). Thissmall and cost-
effective potentiostat offers impressive

PRODUCTS

HARDWARE:

CS 3100 Coupon Test
Station

CM 3400-Coupon Monitor

PR 4500 - Polarization
Resistance Measurement
Instrument

El-120 Electrochemical
Interface

PS-140

Potentiostat
specifications for avariety of laboratory

requirements.

ZR-120 Zero Resistance

PS-140 specifications: Ammeter

» Maximum Output Voltage +13VDC +
10%

» Maximum Output Current 150mA * 10%

* Internal Control Potential of + 1.2VDC
adjustable center Zero 10 turn Control

 Overal Control Accuracy + 2% mV

Inline Separation System

Ultrasonic Monitoring
System

Weight And Size Approx. 4 1bs.; 3x 7.75 x
13 inches

SOFTWARE:

pcTUBE™ Software - Life
Prediction Software

For more information, please visit our websites.
CCTechnologiescom CorrosionCost.com EngineeringShopper.com  Fitness4Service.com

CC Technologies
5777 Frantz Road
Dublin, Ohio 43017-1386
(614) 761-1214
Fax (614) 761-1633
E-mail: info@cctechnologies.com
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CC Technologies
SOLVING PROBLEMS THROUGH

CreepLife™ Software - Life
Prediction Software

CC Technologies Canada, Ltd.
Bay 123, 2340 Pegasus Way NE
Calgary, AB Canada T2E 8M5
(403) 250-9041
Fax (403) 250-9141

CorLAS™Software - Life
Prediciton Software
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E-mail: info@cctechnologies.ca



